
• 

i-------8--------, 

I 1-----, 
A I 

I 

J_ I I 
-----11 I 

I A I I J_ 

ITEM# CN1-1-7, CHECK VALVES - CARBON STEEL 

SPECIFICATIONS 

Dimension Drawing 

Thread Type 

Thread Size 

Material 

Cracking Pressure 

Dimension B 

Dimension B 

Maximum Pressure 

Maximum Flow 

Waight 

Tempereture Range 

Industry Standarts 

Plating 

Arkansas Branch Office North Texas Branch Office West Texas Branch Office Headquarters 
9 1904 W. c Place 9 5628 Tyler St 9 1725 E. 2nd Street 9 6936 E 13th Street 

Russellville, AR 72801 Dallas, TX 75056-1401 Odessa, TX 79761-5308 
Tulsa, OK 74112-5616 

G (479) 567-0401 � (972) 814-1135 I.!' (432)-332-1800 � (918) 294- 360 
ill ( 432)-332-1080 

Ii (918)- 294- 3969 

NPTF & SAE Connections. 

Carbon Steel with Zinc Chromate Plating (RoHS Comp liant). 

Available in 7 PSI & 65 PSI Spring Cr acking Pressures. 

Metal to Metal Seat 

Hardened Poppet. 

Temperature Range -4 °F to +176 °F . 

Stainless Steel Check Valves 

NPTF Pipe Thread 

1 in 

Ca rboo n Steel 

7 psi 

4.330 in 

1.610in 

5000 psi 

40 gpm 

1.6 lb 

-4 to +176 eF

RoHS Comlpiant 

Zinc Chromate 

* Please visit Bertrem Valve's Website to see more valves that
address industry needs with uncompromising quality

https://bertremvalve.com/



